Artisan Lane

72252-66

72253-66

Finish:
Black
Glass:
Clear Seeded Glass
Features:
5 » Aluminum Construction
R N R T L R 1 ) Notes » Recessed light Source
5.5Wx 13Hx 475 Ext (Ovall  1-35W MR16 GUT0 Halogen (Incl) » DA-Approved™
e -
5.5 x 18.5H x 4.75' Ex. (Oval) 135\ MR16 GUITO Halogen (incl) > See finish Discloimer on page 687

8.5'Wx 23 H x 7.5" Ext. (Ovdl) 2-35W MR16 GUTC Halogen (Incl.|




8102-A138

8101-A138

8106-A138

Finish:
Aspen Bronze™

Shade:
Metc| Shade

Features:

> Aluminum Construction

» IDA-Approved™”

» Family accepts CFL medium base bulbs
[Not Incl.]

» Also available:

~ Type 7 Size Watt ~ Notes

all Mount 8.5 x6'Hx 10.5" Ext 1-60W Medium Base Aspen Bronze™ - LED, page 509

S e e
il Mount — TTWx6.5'H x 12.25" Ext 1-60W Medium Base » See Finish Disclaimer on page 687
t Mount 11750 % 8.5Wx 11'H 1-60W Medium Base



1344 KZ
812" W, 18" H

0RO ®

1321 KZ

1322 KZ
1322 KZ-LED 1340 KZ 1321 KZ-LED
" W, 213" H 6"W,13"H 8l" W, 273" H

o6

o

541" MAX. H*
00 as

LED LIGHT COLOR INCAN. TOPTO STEMS @
LED ITEM SOURCE LUMENS TEMP. CRI EQUIV. EXT, QUTLET BACK PLATE/CANOPY WIRE INCLUDED
1321KZ-LED 15wLED 1100 2700K 92 175w | 3" Dia. Post Fitter
e=  1322KZ-LED 15WwLED 1100 2700K 92 175w &" Dia. Canopy 10 16", 212"
. 1240KZ 14wLED 900 2700K 91 175w 3% 2% 5%'W,4%' H Back Plate - .
1344 KZ WMwLED 900 2700K O 175w | 4' 3" 734" W, 5" H Back Plate .

with stems included. Additional stems available, 6034 KZOD. For full product details and LED specifications,
For posts and pier mounts, see pages 284-285.

©2019 Hinkley Lighting, Inc. | hinkleylighting.com | OUTDOOR | 103




MODERN FORMS

BALTHUS

Heavy hardware exhibits craftsman details. Clear hammered
mouth blown glass creates resplendent splashes of light.

= Dark Sky friendiy
- Weather resistant powder coat
- Mouth Blown hammered clear glass
- CEC Title 24 compliant
« ETL & cETL wet locafion listed, P85
» Dimmer: ELV
= No transformer or driver needed
~ Rated Life: 50,000 hours
K

277V option avallable

~ CRE 80

= Cdlor femp: 30

Model Height  Wattage
WS-W28514 13" ow
WS-W28516 163" 12W
WS-W28521 21" 15W

Example: WS-W28514-ORB

For 277V special order, add an “F” before the finish: WS-W28521F-ORB

296

Voltage  LED Lumens  Delivered Lumens  Finish

120v

WS-W28514 WS-W28516 WS-W28521

800 349 BK Black e
1000 403 GH Graphite o
1200 520 ORB Oil Rubbed Bronze _

-

modern?



MODERN FORMS :

SQUARE

Four equd sides and a stream of light. Square arffully provides geometry 10 wall surfaces
in the daytime when mounted in multiples while providing safe ilumination of pathways anc
dramatic visuadl intrigue in the evening. Perfect for wall grazing surfaces.

- Dark Sky friendy

.« Weather resistant powder coat

- ADA complaint, low profie design

- CEC Title 24 compiant

- ETL & cETL wet location sted, P65
« Dimmer: ELV

. No transformer or driver needed

+ Bated Life: 000 hours T 3

. Color femp: 000K 8 | 1l

- 277V options avalable Ll o i ]

- CHI 80 WS-W38608 WS-W3867C

- Model Width ~ Wattage  Voltage  LED Lumens Delivered Lumens  Finish

Black

| ws-w3se08 & 11w 391 373 BE Black O

WS-W38610 70" 18W s 700 630 e Bronze =
’ o T Titanium [

Example: WS-W38608-BZ

For 277V special order, add an “F” before the finish: WS-W38608F-BZ

modernt

326



.

3000K

90

7i
&

100% - 10% ELV.
70.000 hours i i i,
(oo » Luminaire may be rotated 18
- Driver lgcated inside the f

BZ Bronze

WS-We65607 GH Graphite

154 LED Qutdoor WACLIGHTING.COM




LIGHT
WALL LANTERN

§5.75" E: 13.5
ar of outlet box

~£4 -12)

=d Stainless
=red Copper

SOST LANTERN
= 1575 E: 16"

28 -44 -12)
1L Watts,
LEnens

Shawn in Black Finish (-12)
Clear Seeded Glass

L ment Lamps: p.512 Additional Chain & Stems: p.514

75W max.
28 -44 -12)
_£ Watts,
Lamens
Shown in Brughed Stainless Finish (-98), White Inside
Clear Seeded Glass
3

SEBRING

SMALL ONE LIGHT
ODUTDOOR WALL LANTERN
W: 8" H:11.25" E: 9.25"
Height from center of outlet box
up: 6.25"

WET:

8870(-98 -44 -12)
(1) Medium Base 75W max.

8870935(-98 -44 -12)
LED: 3C00K, 9 Watts,
700 Gross Lumens

[ 72 Tooo Yt
Shown 1n Weathered Copper Finish (-44)
Clear Seeded Glass
ONE LIGHT

OUTDOOR FLUSH MOUNT
D:11.25" H:9.25"
0]

8869(-98 -44 -12)
(1) Medium Base 75W max.

8869935(-98 -44 -12)
LED: 3000K, 14 Watts,
1000 Gross Lumens

0 D

Shown in Brushed Stainless Finish (-98), White Inside
Clear Seeded Glass

2020 Generatjon Lighting Catalog | generatianlighting.com
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LARGE ONE LIGHT SMALL ONE LIGHT

OUTDOOR WALL LANTERN OUTDOOR WALL LANTERN
We 13287 Hi18' E: 1525 W: 10° H: 12" E:11.75*

Height from center of outlet box Height from center of outlet box
up: 7.5" up: 5.75"

per]

8647701(-04 -44)
(1} Medium Base 75W max.

8547701(-04 -44)
(1) Medium Base 75W max.

8647701EN3(-04 -44)
(1) Med. Base LED 3000K,
9.3W, 800 Lumen lamp incl.

Tois

8547701EN3(-04 -44)
(1) Med. Base LED 300D0K,
9.3W, 800 Lumen lamp incl.

86477935(-04 -44)
LED: 3000K, 14 Watts,
1000 Gross Lumeans

85477935(-04 -44)
LED: 3000K, 14 Watts,
1000 Gross Lumens

EDE

8647701{-04 -44)/T
(1) Med. Base PAR 20 LED
7w, 340 Lumen lamp incl.

8547701(-04 -44)/T
(1) Med. Base PAR 20 LED
7w, 340 Lumen lamp incl.

Shown in Satin Aluminum Fimish (-04) Shown in Weatherad |

FINISH CODES

(-04)  Satin Aluminum
(-44)  Weatherad Copper

INDOOR / OUTDOOR
PENDANT

D:13.25" H:11.5"

10 Wire, (3) 12" stems, (1) 6" Stem
Sloped ceiling mounting hardware incl.

o]

6247701(-04 -44)
(1) Medium Base 75W max.

6247701EN3(-04 -44)
(1) Med. Base LED 3000K,
9.3W, 800 Lumen lamp incl.
724 ]

Shown in Satin Aluminum Finish (-04) Shown in Weathered Copper Finish {-44)

FINISH CODES

(-04)  Satin Aluminum
(-44)  Weathered Copper

456 GENERATION LIGHTING




with brass accents

accents

AREA LIGHTS

_CATALOG NO.

AL-19-HHAHLED3CO
AL-19-HHAHFLED3COP

. AL-19-SMHHAHLED3COP
3w Omni LED AL-19-SMHHAHFLED3COP
Spun Copper Hammered Hat

AL-20-SMLED3COP
AL-20-SMLED3BLT
AL-20LED3COP

CONSTRUCTION AL-20; Spun copper of aluminum
hat has copper stanchion with brass accents; Aluminu

AL-19 & AL-20 SERIES SPECIFICATIONS:

CONSTRUCTION AL-19: Spun copper ham

LED SUPPLIED: 3w 50,000 hours average rating OMNI-3 LED (-LED3)
LEGACY LAMP OPTIONS 10,000 hours average rating Xenon

SOCKET: Single contact bayonet, brass nickel plate
contact bayonet base (Ba15d) for 120v both with 200°C silicone lead wires

WIRING: Black 3 foot 18/2 zip cord from base of fixture (12v enly)
For 25 foot 16/2 fixture lead wire add -25F to catalog number.

CONNECTION: FA-05 Quick Connector (not supplied) from fixture to
(12/2,10/2 or 8/2 only) 12v only

MOUNTING: FA-03 black 9" ABS stake, tapped 1/2" NPS
MOUNTING: FA-03-RX Brass 7" stake, tapped 1/2" NPS

FINISH: Aluminum-Black texture polyester
Brass-Unfinished brass.Optional finishes available.Add -acid to cat

VD_ESCRlPTION SR
8" China Hat with hammered finish
8" China Hat with finial & hammered finish

5 5" China Hat with hammaered finish

5.5" China Hat with finial & hammered finish

5.5" Hat with "Saturn” Rings
5.,5" Hat with "Saturn” Rings
8" Hat with "Saturn" Rings
8" Hat with "Saturn” Rings

mered hat; matching copper stanchion

(-X) or Halogen (-H)
d lamp socket screw shell (Ba15s); double

main cable

Saturn Rings hat with adjustable hub; Copp=
m hat has matching aluminum stanchion &

powder coat. Optional finishes available. Add -color to cat#

_ Material
Copper
Copper
Copper
Copper

Copper
Aluminurs
Copper

Aluminum

AL-20LED3BLT

12 volt/120 volt

8.00" 5.50" 8.00" 5.75"
203mm 140mm 203mm 147mm
e
e T
!
18" 16" = 18" l -
457mm
457mm 406mm ‘ I ADHE
|
i i
|
8.75" 875"

222mm

AL-19-LED3 AL-19-SM-LED3 AL-20-LED3 AL-20-SMLED3

GMmres

o5ty caz=e LED

P54

AL-20-SMLED3COP
3w Omni LED (25w max)
Spun Copper Saturn” Ring Hat

- !‘
3 Feet
1

AL-20-LED3

Meters 1

AL-19-LED3

FOCUS INDUSTRIES®
AN INDUSTRY LEADER IN INNOVATION AND QUALITY
SINCE 1989

Focus Industries® is a U.S. Manufacturer of exterior
illumination. We pride ourselves on creating solution
for any lighting application. ’
We encourage custom designs and finishes

46
and look forward to your comments and feedback.

Spun Copper "S_aturn"“ng Hat



"  —
S R RSPt B

THE RENEDY

Same great FOCUS quality with a reduced price
RXA-03 SERIES SPECIFICATIONS:

CONSTRUCTION: Spun copper or aluminum China Hat with matching extruded
stanchion; cast brass or aluminum adjustable hub

LED SUPPLIED: 3w 50,000 hours average rating OMNI-3 LED (-LED3)
LEGACY LAMP OPTIONS 10,000 hours average rating Xenon (-X) or Halogen (-H)

SOCKET: Single contact bayonet, brass nickel plated lamp socket screw shell (Ba15s)

-H) WIRING: Black 3 foot 18/2 zip cord from base of fixture
33155) For 25 foot 16/2 fixture lead wire add -25F to catalog number
CONNECTION: FA-05 Quick Connector (not supplied) from fixture to main cable
(12/2,10/2 or 8/2 only)
e MOUNTING: FA-03 black 9" ABS stake, tapped 1/2" NPS
FINISH: Copper - Unfinished
Aluminum-Black texture polyester powder coat. Optional finishes available,
=
o]
CATALOG NO. DESCRIPTION -
silable. T T o
RXA-03LED3COP Spun copper 10" China Hat, adjustable brass hub o~
RXA-03FLED3COP  Spun copper 10" China Hat, finial, adjustable brass hub =
RXA-Q03LED3BLT Spun copper 10" China Hat, adjustable stainless steel hub -
F RXA-03FLED3BLT Spun copper 10" China Hat, finial, adjustable brass hub '6
b >
Lhub . g o" o~
rass hu 229mm 229mm
poa -j —~—¢-_.—T -
ass hub 2 — 9 = ;
s 18" [] 18.5" |
;:. 457mm 470mm
LEDS by mﬂ@;_‘,; I _—%::LJ P ﬁ;
g" || g il
229mm | 229mm \l:\
i 4 ¥ 4 ¥
\ RXA-03-LED3 RXA-03F-LED3
—Y Feet 2 4 6 810 12 14 16 18 20
02-TLED3 Meters T 2 3

RXA-03-WBR

i 6042 C
e 97 3 17 6 4 2 1 1 1 VK ec@w

RXA-03-LED3 Intertek

Half Spread Photometrics
4ft.(1.2m) Min.to 16 ft.(7.3m) diameter Max.

#: o

49



SUSPENSE cxicrior sconces MODERN FQQMS

Ws-wi1911 / WSs-W1915 / WS-W1917

Fixture Type:

Catalog Number:

Project:
Location:
el —
- 5*
sg“ | .
| 7T
i ‘ H - 11}; 123"
‘ | 178 A AL —
I | Foe 0] | |
g — = [ ‘ ‘
Jar— T 1 ] o — —
o - — 133" —— 154"
10 129°
WS-W1915 WS-W1917
PRODUCT DESCRIPTION SPECIFICATIONS
Giving the proverbial nod to tradition, it takes a powerful LED to Construction: Aluminum
pull off this look in a dark sky friendly design. This contemporary Liaht S . hiah LED
lantern showcases a mouth blown clear glass element and is ight Source: High output
equipped with state of the art LEDs for a filament-free design. Finish: Brushed Aluminum (AL), Black (BK), Bronze (BZ)
Couple your passion for living with our passion for lighting. . )
Standards: ETL & cETL listed, IP65, Dark Sky friendly
FEATURES s
. Weather-resistant powder coat [
o Thick clear mouth-blown glass
o Twist-lock glass for seamless appearance [
. Dimmer: ELV / 0-10V ng ,
. Universal Driver (120V-277V) in canopy —
. Rated Life: 70,000 hours T L
. Color temp: 3000K B S R
. CRI: 90 : ’
WS-W1911
ORDER NUMBER
Model Wattage Voltage LED Lumens Delivered Lumens _ Finish
WS-W1911 117 590 AL Brushed Aluminum
WS-W1915 157 12w 120V-277V 860 625 BK Black [ ]
WS-W1917 177 836 BZ Bronze TR
Example: WS-W1911-AL
modernforms.com Headquarters/Eastern Distribution Center Central Distribution Center Western Distribution Center
Phone (866) 810.6615 44 Harbor Park Drive 1600 Distribution Ct 1750 Archibald Avenue
Fax (800) 526.2585 Port Washington, NY 11050 Lithia Springs, GA 30122 Ontario, CA 91760

Modern Forms retains the right to modify the design of our products at any time as part of the company's continuous improvement program. Feb 2019
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